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MediaMAX EVO firmware upgrade

Necessary material:

e MediaMAX EVO;

o USB 2.0 memory stick;

e Last firmware version for MediaMAX EVO:;
o PC;

NOTE: If there are some programs stored at your MediaMAX EVO, please save it in your USB 2.0 memory
stick before upgrading from version 4.2.x to 4.3.x because during upgrading, programs stored at Evo will be
deleted. You can recover from memory stick later.

For this, please follow MediaMAX EVO user manual at “Programs” chapter.

Previous steps:

e Download last firmware version available for your field strength meter. You can find at:
http://www.ftemaximal.com/ingles/firmware.php
)
http://www.ftemaximal.com/ingles/productos2.php?idt=19&idss=101&idp=778&num=4&idserie=101 .

¢ Unzip the file downloaded from the web site. It contains two files:
0 app_usb.bin
o fat_usb.bin

I Direccién .-«- H: I Direccidn (I3 H:upd_EVO
Nombre ~ Tamafio  Tipo Mombre ~ Tamafio  Tipo
Cupd_EVO 7 Carpeta de archivos %) app_usb.bin 1.269KB  Archivo BIN
) | %] Fat_usb.bin 4.097 KB Archiva BIN
Upgrading:

For upgrading from version 4.2.x to version 4.3.x, you must first upgrade the MediaMAX EVO with the file
app_usb.bin and later upgrade with the file fat_usb.bin. For doing this, please follow next steps:

1. Copy in the root directory of your USB 2.0 memory stick the file app_usb.bin, keeping the other file (fat_usb.bin)
in a completely different route;

I Direceion | <o H:Y
Nombre « Tamafio  Tipo
._] upd_EVO Carpeta de archivos
Elapp_usb.bin | 1.269KB  Archivo BIN

2. Switch on EVO. Access to “Setup” menu = “System” = and go to “Frimware upgrade” option, but DON'T confirm
this option with “OK".
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3. In this moment, insert USB 2.0 memory stick into the field strength meter. If it has been inserted correctly and
detected by the MediaMAX EVO, next screen will appear:

USB 2.0 connector at
MediaMAX EVQO's lateral side

USB 2.0 detected by
MediaMAX EVO

4. Confirm the “Firmware upgrade” option using “OK". Next screen will appear:

Select “start” and press “OK”

5. Once the upgrading has finished, the EVO will automatically re-boot.

6. Delete from the root directory of the USB 2.0 memory stick the file app_usb.bin and copy only the file
fat_usb.bin in the root of memory stick:

I Direccion |See H:)
Nombre - Tamafio  Tipo
[Jupd_EVO Carpeta de archivos
[ElFat_ust.bin 4,097KB  Archivo BIN

7. Repeat steps 2, 3 and 4.
8. Once the upgrading has finished, the EVO will automatically re-boot. After this step, MediaMAX EVO will have last
firmware version installed.






